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CAST METAL LETTERS-STOCK DESIGN 

CAST ALUMINUM: Letters are cast from #214 aluminum alloy 
ingots. Faces are continuous belt satin finished or polished to a 
bright mirror-like finish and (704) alumilited*, sides filed and 
ground smooth. Baked enamel finish letters are satin faces, filed 
and ground smooth sides with the casting de-greased and etched 
to insure a tight bond of the enamel to the aluminum, baked on 
at 325° F. 


CAST BRONZE: Letters are cast of the finest bronze alloy ingots. 
Faces are continuous belt satin finished, sides filed and ground 
smooth. Finish may be satin or oxidized with several coats of 
clear lacquer. 


No. 150 



JLtLMM'SP C22S 


Height 

in 

Inches 

Width 

of 

Stroke 

in 

Inches 

Depth 

in 

Inches 

Aver¬ 

age 

Width 

in 

Inches 

Average 
Weight in 
Aluminum 

4 

7s 

72 

57 2 

5 oz. 

6 

Vs 

74 

8 

11 oz. 

8 

1!4 

1 

1072 

1 lb. 2 oz. 

10 

172 

17s 

14 

2 lbs. 

12 

m 

172 

16 

2 lbs. 6 oz. 

15 

274 

174 

20 

3 lbs. 3 oz. 

2 

7 /l6 

72 

172 

2 oz. 

3 

7s 

72 

27 2 

3 oz. 

4 

74 

72 

374 

4 oz. 

5 

1 

74 

4 

77 2 oz. 

6 

17s 

1 

5 

12 oz. 

8 

174 

174 

672 

1 lb. 5 oz. 

10 

2 

172 

872 

2 lbs. 4 oz. 

12 

2 

2 

10 

3 lbs. 3 oz. 

14 

27s 

2 

1172 

3 lbs. 9 oz. 

16 

27 2 

27s 

1374 

5 lbs. 

18 

372 

272 

157s 

7 lbs. 8 oz. 

20 

372 

272 

1974 

8 lbs. 

24 

4 

3 

2272 

9 lbs. 8 oz. 

30 

5 

4 

24 

11 lbs. 8 oz. 

4 

7 /l6 

7s 

274 

3 oz. 

6 

1 Vl6 

7s 

4 

6 oz. 

8 

7s 

74 

572 

10 oz. 

9 

1 

Vs 

6 

15 oz. 

10 

17s 

1 

67 4 

1 lb. 2 oz. 

12 

17s 

17s 

8 

1 lb. 8 oz. 

14 

17s 

174 

972 

1 lb. 12 oz. 

15 

174 

17s 

10 

2 lbs. 7 oz. 

18 

2 

172 

12 

3 lbs. 2 oz. 

24 

3 

174 

16 

4 lbs. 
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NELCO METALCRAFT Complete Facilities for Design and 
Manufacture to Meet All Architectural, Advertising 
and Visual Requirements . .. 


PLUS FEATURES 

Nelco is constantly developing new, unusual styles in cast and 
fabricated letters—to keep pace with the latest developments in 
modern architecture. Many extra features are a part of our 
regular service to you, made possible because we manufacture 
our letters from the sheet or ingot to the finished product. Planning 
starts on the drawing board and ends with an engineered in¬ 
stallation. Thru our close cooperation with architects and engineers 
we have established standards which meet the highest require¬ 
ments throughout the country. Only highly skilled specially trained 
union craftsmen are employed. 


DESIGN ASSISTANCE 

Nelco especially invites inquiries from architects and designers. 
Our engineering staff is always available to help you, in design¬ 
ing special letters, crosses, etc. or any sign problem you may have. 

ADDITIONAL MATERIALS AND FINISHES 

In addition to the standard styles, materials and finishes listed in 
this catalog we offer—fabricated bronze sheet letters and crosses 
with satin finish sides and satin or bright mirror-like finish faces.— 


fabricated and cast aluminum letters with the conventional color 
anodized (gold, etc.) finishes and the new DURANOTIC* finish 
which is an electro-chemical hard-oxide process deriving its colors 
from the aluminum alloy itself without dye impregnation; resulting 
in a finish that is lightfast and highly resistant to abrasions and 
weathering. 


PORCELAIN ON ALUMINUM 

Aluminum sheet alloy 6061-T6 and non-porous castings of alloy 
43 are used; the porcelain enamel being applied on at tem¬ 
peratures of 950°-1000° F. giving a finish that will not fade, 
scratch, chip or rust. Almost any degree of surface reflectivity— 
from a very dull matt to a very high gloss—can be obtained, in a 
wide range of beautiful, lightfast colors. 


SPACE DETERMINATION 

To determine the normal space a certain style letter will require, 
use Vi average width of the letter between letters and double 
average width between words. (See the cast metal letters—stock 
designs for average width of most styles). 

* Registered trade name for a patented process for treating 
aluminum owned by the Aluminum Company of America. 


No. 190 


cUKILMlWtlS 


BLOCK GOTHIC 


No. 225 


KABEL 
No. 200 


STPVWXYZ& 


LEGANT FUTURA 


Height 

in 

Inches 

Width 

of 

Stroke 

in 

Inches 

Depth 

in 

Inches 

Aver¬ 

age 

Width 

in 

Inches 

Average 
Weight in 
Aluminum 


6 

m 

Va 

4 

9 oz. 


8 

Wa 

Vs 

5Va 

13 oz. 


9 

m 

1 

6 

1 lb. 4 oz. 


10 

w 

1 

6Va 

1 lb. 6 oz. 


12 

2Va 

Wa 

8 

lib. 1*4 oz. 


15 

2Va 

Ws 

10 

2 lbs. 10 oz. 


18 

3Va 

Ws 

12 

5 lbs. 


24 

Wa 

Wa 

16 

7 lbs. 12 oz. 


2 

Va 

Va 

l l /2 

Va oz. 


3 

Vz 

Vs 

2 

2 oz. 


4 

Va 

Vs 

2Va 

4 oz. 


5 

Vs 

Vz 

3Vz 

5 oz. 


6 

1 

Vz 

4 

7 oz. 


8 

Wa 

Vs 

5 

11 oz. 


10 

Wz 

Va 

7 

1 lb. 1 oz. 


12 

Wa 

Va 

8 

1 lb. 7 oz. 


14 

2 

Vs 

9 

2 lbs. 


16 

2Vs 

1 

11 

2 lbs. 4 oz. 


18 

2Vz 

Ws 

12 

2 lbs. 13 oz. 


20 

2Va 

Wz 

14 

3 lbs. 3 oz. 


24 

3Vz 

2 

18 

4 lbs. 6 oz. 


3 

Vs 

Vs 

Ws 

3 oz. 


5 

1 

1 

Ws 

7 oz. 


7 

Wz 

Wz 

5Va 

1 lb. 3 oz. 


9 

l 15 /l6 

Wa 

8Vz 

1 lb. 10 oz. 


11 

2 5 /i6 

Ws 

9Va 

2 lbs. 


13 

2Va 

2 

m 

3 lbs. 2 oz. 


15 

3Vi6 

2Vs 

12 

4 lbs. 4 oz. 


17 

3Vs 

2Va 

141/4 

5 lbs. 6 oz. 
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LETTERS ‘ SIGNS 
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CONTEMPORARY 


Height 

in 

Inches 

Width 

of 

Stroke 

in 

Inches 

Depth 

in 

Inches 

Aver¬ 

age 

Width 

in 

Inches 

Average 
Weight in 
Aluminum 

4 

Va- Vz 

Va 

2 3 / 8 

2^2 OZ. 

6 

5 /l6- 5 /8 

1 

3Va 

15 oz. 

8 

7 /l6- 3 /4 

1 Vat 

5 

lib. 14 oz. 

10 

Vz- Vs 

1 Vz 

Wa 

2 lbs. 6 oz. 

12 

Vs-l 

IVa 

lVz 

3 lbs. 

14 

Va-Wa 

2 

Wa 

4 lbs. 4 oz. 

2 

3 /l6 

Vz 

lVz 

1 oz. 

3 

Va 

Vl6 

2 

Wz oz 

4 

Va 

Va 

3*/ 8 

2 oz. 

5 

Va 

Va 

Wa 

4 oz. 

6 

5 /l6 

Vs 

4 Vz 

6 oz. 

8 

3 /s 

1 

5Vs 

12 oz. 

10 

3 /s 

1 

IVs 

15 oz. 

12 

3 /s 

lVz 

Wz 

1 lb. 3 oz. 

14 

Vi 

2 

10 

2 lbs. 6oz. 

16 

Vi 

2Va 

12 

3 lbs. 

2 

Va 

Va 

l 3 /4 

1 oz. 

3 

5 /l6 

1 

2 

2 oz. 

4 

Vs 

lVs 

2 3 /4 

4 oz. 

5 

7 /l6 

IVs 

3Vs 

7 oz. 

6 

7 /l6 

1 Vz 

Ws 

10 oz. 

8 

Vi 

l 3 /4 

5Vs 

1 lb. 6 oz. 

10 

Vz 

IVs 

7 

1 lb. 11 oz. 

11 

Va 

l 3 /4 

Wz 

lib. 14 oz. 

12 

Vs 

2 3 /l6 

8 

2 lbs. 10 oz. 

15 

n /l6 

2 3 /4 

m 

3 lbs. 8 oz. 

18 

Va 

3 

13 

5 lbs. 12 oz. 

24 

Va 

3 

18 

6 lbs. 8 oz. 

2 

Vis 

7 /l6 

5 /s 

Va oz. 

3 

Va 

Va 

1 

Wz oz 

4 

Va 

Va 

Wz 

2 oz. 

5 

Va 

Va 

Ws 

3 oz. 

6 

Vs 

Va 

2 

4*/2 oz. 

8 

7 /l6 

1 

IVs 

8 oz. 

10 

Vz 

1 

3Vs 

10 oz. 

12 

Vz 

lVz 

4 

1 lb. 4 oz. 

15 

Vz 

2 

5 

lib. 14 oz. 

4 

Va 

Va 

l 3 /4 

0 

CSJ 

6 

Vs 

l l /8 

lVz 

7 oz. 

8 

Vs 

Wa 

3Va 

13 oz. 

9 

7 /l6 

Wz 

3Va 

1 lb. 

10 

Vz 

Wa 

Wa 

1 lb. 9 oz. 

12 

Vz 

V/s 

Wz 

2 lbs. 9 oz. 

15 

Vs 

IVs 

6 3 / 4 

3 lbs. 18 oz. 

18 

Va 

lVz 

8 

5 lbs. 

2 

3 /l6 

Vz 

Va 

Va oz. 

3 

Va 

Va 

1 

2 oz. 

4 

Va 

Va 

l 3 /s 

2*/ 4 oz. 

6 

Vs 

IVs 

2 

7 oz. 

8 

Vz 

lVz 

2 3 /4 

13 oz. 

10 

Vs 

IVs 

3 3 /s 

1 lb. 9 oz. 

12 

Va 

2Va 

4 

2 lbs. 9 oz. 

14 

Vs 

IVs 

4% 

3 lbs. 12 oz. 

16 

1 

IVa 

5 Vs 

4 lbs. 8 oz. 


No. 240 


A 

r\ 



ABCDEFGHIJK 

LMNOPQRSTU 

VWXYZScCGOQ 


STANDARD RIBBON 


No. 245 



LMNOPQRSTU 


DEEP RIBBON 


No. 250 



ntntmn 

L 111 II0 f tt U ST! 


n* 


HUXLEY 


No. 295 



ELITE RIBBON 
No. 301 



mmu iiji 

LMKOPQRSrU 


CONDENSED RIBBON 
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SPECIAL RIBBON 


PRISMATIC ROMAN 


BROADWAY 


NELCO BROADWAY 



SPECIAL 




ABCDGtFGMEJJK 
ILMMOPQttSS 
1TIUVWX VI & 


jDcau&mpm 

SF&WWMVEiE 


Height 

in 

Inches 

Width 

of 

Stroke 

in 

Inches 

Depth 

in 

Aver¬ 

age 

Width 

in 

Inches 

Average 
Weight in 
Aluminum 


4&2/ 2 

% 

Vi 

2 

2 oz. 


6 & 4 

Vs 

Ws 

3/2 

6 oz. 


9 & 6 

Vie 

Wz 

5 

15 oz. 


12 & 8 

Vz 

Ws 

7 

1 lb. 3 oz. 


15 & 10 

Vs 

2Vs 

8 

2 lbs. 6 oz. 


1 

3 /l6 

Vi 

Vi 

Vz oz. 


2 

Vs 

Vs 

1/4 

1 oz. 


3 

9 /l6 

Vs 

2/4 

2 oz. 


4 

Vz 

Vi 

3/2 

5 oz. 


A- 6 

9 /l6 

Ws 

4/2 

10 oz. 


B- 6 

Vi 

Wi 

5/4 

12 oz. 


8 

Vi 

Wz 

6/2 

1 lb. 5 oz. 


A—10 

Vz 

Wz 

8 

1 lb. 8 oz. 


B—10 

Vs 

2Vs 

8/4 

lib. 14 oz. 


C—10 

1 

2 

8/2 

2 lbs. 


A—12 

Vi 

2Vz 

10/2 

3 lbs. 


B—12 

IVs 

2Vi 

10/2 

3 lbs. 5 oz. 


3 

Vs- Vs 

Vs 

2/2 

3 oz. 


4 

Vi- Vis 

Vs 

3/4 

4/2 oz 


5 

Vs- Vz 

Vz 

4/4 

5 oz. 


6 

IVs- 9 /l6 

Vs 

5/4 

8 oz. 


8 

Ws- Vi 

1 

6/4 

15 oz. 


10 

IVi- Vs 

1 

8/2 

1 lb. 6 oz. 


12 

2 -1 

1/4 

10/4 

lib. 12 oz. 


15 

2Vz-Wi 

Ws 

13 

2 lbs. 11 oz. 


18 

3 -lVz 

Wz 

16 

4 lbs. 


3 

Vz- Vi 

Vs 

3 

2 oz. 


4 

Vs- Vs 

Vz 

4 

3/2 oz. 


5 

Vs- Vz 

Vs 

4/2 

5 oz. 


6 

Vs- Vz 

Vs 

5/2 

6 oz. 


8 

Ws- Vs 

Vi 

7/2 

11 oz. 


10 

Ws- Vs 

Vi 

9/2 

15 oz. 


12 

Wz- Vi 

Vs 

11/2 

1 lb. 3 oz. 


16 

2Vi-l 

1 

15 

1 lb. 14 oz. 


18 

2Vs-Wi 

1 

17/8 

2 lbs. 12 oz. 


20 

2Vi-Wz 

Ws 

18/4 

3 lbs. 2 oz. 


24 

2/s-Ws 

Ws 

21/2 

4 lbs. 13 oz. 


30 

3Vs-2 

Wz 

24/2 

5 lbs. 14 oz. 


3 

Vz- Vi 

Vs 

3 

3 oz. 


4 

1 - Vz 

Vz 

3/2 

4 oz. 


5 

1 - Vz 

Vz 

4/2 

7 oz. 


6 

IVi- Vs 

Vs 

5/2 

9 oz. 


8 

2Vs- Vi 

Vs 

8 

12 oz. 


10 

3 - Vi 

Vi 

10 

1 lb. 6 oz. 


12 

3%-1 

Vi 

12 

1 lb. 8 oz. 


16 

3Vs-Wz 

1 

14 

2 lbs. 8 oz. 


18 

3Vz-Wi 

1 

16 

3 lbs. 


20 

3Vi-Wi 

Wz 

16/2 

3 lbs. 12 oz. 


6 

Wi- Vi 

Vi 

4/2 

9 oz. 


8 

2Vi-l 

Vs 

6 

15 oz. 


10 

3 -Wi 

1 

7 

1 lb. 7 oz. 


12 

3Vz-Wz 

1/4 

9 

2 lbs. 


15 

4 -Wi 

Wz 

11 

2 lbs. 12 oz. 


16 

Wz-2 

Ws 

12 

3 lbs. 8 oz. 


18 

5 -2^/4 

Wi 

13 

5 lbs. 
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NELCO LETTERS ' SIGNS 





Face -j 

LU 


ft 


m 


No. 280 FABRICATED STAINLESS STEEL 
SIDES PORCELAIN ENAMEL FACES. 

A rich combination of #20 or #18 gauge stainless steel sides 
with #4 satin finish and #16 gauge vitreous enameling steel 
face with a porcelain enamel finish. The edges of the stainless 
steel are beaded with the porcelain enamel face recessed !4 . 
This letter appears well commercially and is very popular 
when used for trademarks or logotypes. (Letters with faces 
under 1" are not recommended). 


Stainless Steel Side 

Porcelain Face 

ft 


No. 290 FABRICATED PORCELAIN ENAMEL 

A bright permanent colored finish that gives years of new-like performance. 
Letters are fabricated from #16 gauge vitreous enameling steel, continuously 
welded construction with filed and ground smooth edges. The porcelain enamel is 
fused to the enameling steel at 1500° F to produce a hard, glazed, enduring sur¬ 
face that will not fade, scratch, chip or rust. We honor all PEI (Porcelain Enamel 
Institute) colors. (Letters with faces under Z A" are not recommended). 


No. 270 FABRICATED STAINLESS STEEL 

The most popular material in fabricated letters. Bright in appearance, stylized 
or modern, this lifetime material is fabricated in all flat face styles. Letters are 
fabricated of #20 gauge, AISI type 302 stainless steel (18-8 alloy) with faces 
a #4 satin or polished to a bright mirror-like finish and sides #4 satin finish. #1 8 
gauge is used for letters with a stroke of 3Vi or more. All seams are continuously 
soldered and cleaned. All letters are braced where necessary and are guaranteed 
to be free from waves or warps. The grain of the metal runs in the same direction 
on all letters. 


No. 405 CUT OUT ALUMINUM PLATE 

Very adaptable to special designs, these letters are cut from !4", 3 /s" or Vi" 
thick quality aluminum plate. Faces are continuous belt satin finished or polished 
to a bright mirror-like finish and (204) alumilited* sides filed and ground smooth. 
The top grade aluminum alloy plate used provides a material ideal for baked 
enamel, colored anodized (gold, etc.) or porcelain enamel finishes. (See page 3) 


FABRICATION CONSTRUCTION DATA 
FOR Nos. 270/ 290, and 410 


Face —^ 

n 


No. 400 LORELEI—FABRICATED STAINLESS STEEL SIDES 
—PLEXIGLASS FACE 

The ultimate in lighted letters; this is a crisp, clean distinctive letter both day and 
night. The face is fabricated from Vu" white or colored plexiglass with 1" plexi¬ 
glass sides fitted to a #20 or #1 8 gauge stainless steel body at least 3" in depth 
(Type “A”). For best results, use a color on the sides in contrast to the face color. 
This letter has low maintenance, as the lighting elements are out of the weather. 
(Letters with faces under 2" are not recommended). 


Plexiglass Face 


:e —^ 

FI 

1 ,,A — 


Plexiglass Face 


' Sheet Metal Screw 


C 


Trim Plexiglass Face 


TYPE 

“B” 


Sheet Metal Screw 
Plastic Tab 


TYPE 


No. 410 FABRICATED WELDED ALUMINUM 

This very popular corrosion resistant letter is fabricated from .091 to .125 select 
quality aluminum sheet. All seams are heliarc welded and cleaned with sides filed 
and ground smooth. Faces are continuous belt satin finished and (204) alumilited . 
The top grade aluminum alloy sheet used, provides a material ideal for baked 
enamel, colored anodized (gold, etc.) or porcelain enamel finishes. (See page 3). 


REVERSE CHANNEL 


CHANNEL 


'H” TYPE 
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MOUNTING METHODS 



TRUCK LETTERS 



Cast in aluminum and anodized 
to the color of your choice, these 
letters are formed into a con¬ 
tinuous strip with an integrated 
mounting bar requiring only a 
few minutes for installation. 


CADUCEI 


STYLE NO. 1 



24 % 30 % 48 


STYLE NO. 2 



STYLE NO. 3 



36 % 60 ' 


Cast aluminum with a hand 
chased alumilite finish, 
coated with clear lacquer 
or baked on enamel. 


PLAQUES 

Cast bronze or aluminum. Available in most 
sizes, letter styles, borders and textures. 
Special designs faithfully reproduced to 
your requirements. 


BOX SIGNS 

(Single or double face). Fabricated per 
your specifications from stainless steel, alu¬ 
minum sheet or porcelain enamel. 


CROSSES 

Any design and size may be fabricated 
from extruded aluminum, aluminum sheet, 
stainless steel, porcelain enamel and plexi¬ 
glass faced. Smaller sizes are available in 
cast aluminum or bronze. 
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NELCO LETTERS * SIGNS 


ARCHITECTS SPECIFICATIONS 

CAST LETTERS: As indicated on plans, lettering shall be 

equal to _style, /O" high, f */%> . 

stroke, deep^ as manufactured by Nelco Metal- 

craft, Inc., 3600 W. Potomac Ave., Chicago, III. Letters shall 
be cast from #214 aluminum ingots with faces a continuous 
belt satin finish, sides fled and ground smooth. Letters to 
receive a cdcuvnMijfi finish. Mounting method 

shall be PM—2 Vz"oJcumumJj/L 


FABRICATED LETTERS: As indicated on plans, lettering 
shall be equal to /SO style, 

12" high, stroke, deep as manufactured 

by Nelco Metalcraft, Inc., 3600 W. Potomac Ave., Chicago, 
III. Letters shall be fabricated from #20 gauge, AISI type 
302 stainless steel (18-8 alloy) with a #4 satin finish. All 
seams to be continuously soldered and cleaned. All letters 
are to be braced where necessary and free from waves 
or warps. The grain of the metal is to run in the same 
direction on all letters. Mounting method shall be . 


NEW CASTLITE 


A new conception in illuminated letters available only in block style similar to our 
#220 Gothic Futura and in sizes 10", 12", 14", 16" and 18", with stroke and depth 
sufficient for inside neon illumination. The letter is cast aluminum with baked enamel, 
satin alumilite, colored anodized, porcelain enamel or duranotic finish, the inlay being 
colored plexiglass (Rohm & Haas colors available). The letter is mounted to an aluminum 
wiring raceway. This letter is also available non-illuminated. 

The continuous aluminum raceway, shown in the drawing below, carries all wiring and 
transformer. Castlite letters and raceway can be mounted on building walls, roofs or 
over canopies. We will enamel the raceway to match the building wall. Please supply 
color samples. 




Continuous aluminum 
sheet, wire and 
transformer raceway 


Cast aluminum letter 
illuminated from inside 
with double row 
neon tubing- 


W plexiglass face 


NELCO METALCRAFT, INC. 

3600 West Potomac Avenue • Chicago, Illinois 60651 
Telephone: Area Code 312 EVerglade 4-4040 

PRINTED IN U.S.A. 






































